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Harmonic Drive Technologies is the perfect solution for applications that require accurate positioning and precise
motion control. The PS series Flange Output  (PSF) and Shaft Output (PSS) Servo Actuators combine the zero
backlash and high torque of Harmonic Drive gearing with advanced motor technology. The actuators provide
superior positional accuracy and an improved torque/inertia ratio for a quick response to meet the increasing
demands of precision servo applications.

Ø Zero Backlash
Ø High Torque
Ø Fast Response

Ø High Precision
Ø Brushless Motor
Ø High Overhung Load Capability

Ø Superior DC Servo System
Ø Brake Options
Ø Drive  Options

Features
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rewoPtuptuOdetaR PH 92. 41. 84. 42. 08. 84.
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52ta( o )c A/mN 9 6.7 3.21 9.71 3.21 5.42

tnatsnoCdeepS V/MPR 096. 967. 005. 543. 005. 052.

aitrenIfotnemoMtupnI ni-bl 2 281. 241. 324. 592. 688. 688.
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noituloseRredocnE R/P 0002 0002 0002 0002 0002 0002

oitaRraeG R:1 1:05 1:001 1:05 1:001 1:05 1:001

ROTOM

ecnatsiseRgnidniW
52taesahPotesahP o C bl 23.1 97.0 87. 23.1 87. 87.

ecnatcudnIgnidniW
esahPotesahP Hm 1.5 7.2 6 1.5 6 6

ecnatsiseRlamrehT o W/C 3.1 3.1 58. 3.1 58. 58.

Actuator Specifications
NOTE: All units listed below are standard units. Please contact our factory for custom solutions.

*
*At 125o winding temperature, in 40o C ambient, with motors mounted on aluminum heatsinks: 25”x8”8”.
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02-FSP 69 7h87 7h54 58 11 4 8 77 *381/112 06 88 8 5.4 43 5M 01

52-FSP 121 7h99 7h55 *99/311 21 4 01 29 *722/442 *06/08 111 8 5.5 24 6M 21

23-FSP 741 7h321 7h57 321 41 4 9 801 252 08 631 21 6.6 06 8M 21

L1

PSF ACTUATOR

The output flange of PSF actuators is supported by precision bearings that allow combinations of axial and
moment loads.The maximum allowable combination of these external loads are shown in Figure 2. A moment
load applied to the output flange will create a deflection as shown in figure 1. It is not recommended to exceed
1.5 arc minutes.
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Figure 2

Figure 1

Size      A
 20     16.5
 25     20.0
 32     26.0
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∅A ∅B ∅C ∅E F G H J K L M N ∅P

02-SSP 69 7g85 6k22 58 06 5.14 23 9 001 *962/792 88 8 5.4

52-SSP 121 7g07 6k82 *99/311 06/08 15 63 11 811 *823/543 111 8 5.5

23-SSP 541 7g09 6k23 321 08 5.37 04 21 041 6.614 631 21 6.6

*The left dimension represents the 50:1 unit and the right dimension represents the 100:1 unit.

PSS ACTUATOR
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The output shaft of the PSS actuator is supported by pre-loaded taper roller bearings to eliminate end float
and radial play. The maximum axial and radial loads that can be applied are demonstrated below.

 G

PSS output shafts are manufactured
from high quality alloy steel of hardness
220 Br. and 70,000 KSI compression
strength. Keys and keyways are not
recommended for high performance
servo applications. Zero backlash friction
clamp ring devices that are not affected
by reversing or dynamic shock loads
should be used. Axial impact loads on the
end of the shaft should be avoided.

x

W2

W1

PSS

Output

Shaft

(mm)

PSS       X(mm)    W1(kg)  W2(kg)

 20         48      170      170
 25         77      380      320
 32         90      520      490



                    PS Series PSF / PSS Servo Actuators

For more information contact Harmonic Drive Technologies at 978-532-1800   Fax 978-532-9406   e-mail info@harmonic-drive.com

Standard Drive
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Gearing
Harmonic Drive Gearing with zero backlash and a superior torque-to-weight ratio is used in all PSF / PSS actuators.
Motor
PSF / PSS servo actuators utilize low-inertia  with high power density Neodymium magnets for maximum perfor-
mance and rapid acceleration.
Lubrication
All gearing is lubricated and mounted in a fully sealed housing for minimum maintenance and long life. Special low
outgassing or non-lithium greases can be provided for cleanroom or semiconductor applications on request.
Brakes
Mounted spring set, magnetic release 24VDC holding brakes can be supplied upon request.

Connector Dimensions

Electrical Connections
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TTTTTypical Application Exypical Application Exypical Application Exypical Application Exypical Application Examamamamamplesplesplesplesples
Harmonic Drive Technologies’ gearheads and actuators provide the optimum solution to any high
precision motion control application.

Ø Precise Positioning Systems
Ø Semiconductor equipment
Ø Robotics
Ø Index Tables

Ø Medical Equipment
Ø Laboratory Equipment
Ø Print Machine Rollers
Ø Wafer Handling

Ø Special Machinery
Ø Aerospace
Ø Optical Equipment
Ø Laser Positioning

Harmonic Drive Technologies has been providing quality motion control products to industry for over
40 years. We offer the practical solution to your motion control requirements. All of our manufacturing
is done at our factory in Peabody, Massachusetts and we have a full engineering and support staff on
hand to answer any question you may have. Feel free to contact us at 978-532-1800, 978-532-9406
(fax) or by e-mail at info@ harmonic-drive.com.

1.210”/33.3mm DIA.

1.161”/29.5mm

1.072”/27.2mm DIA.

 0.874”/22.2mm



  Harmonic Drive Technologies....... .

Solutions for all your High Precision,
Motion Control Requirements.

Teijin Seiki Boston Inc.
247 Lynnfield Street
Peabody, MA 01960
Tel: 978-532-1800
Fax:978-532-9406

         MADE IN THE USA
ISO 9001 Certified

Harmonic Drive Technologies manufactures, markets and develops zero backlash, high ratio motion control products.
Our complete line of products includes component gear sets, housed units, gearheads and actuators to satisfy any
motion control requirement. Ratios range from 50:1 to 200:1. Higher ratios and custom configurations are also available.
We provide our customers with the cost effective, fast time to market,  most reliable motion control products, systems and
solutions.

The NEW PS series offers Shaft (PSS) and Flange (PSF) output Servo Actuators and Gearheads and miniature Precision
Servo Actuators and gearheads (PSA). Each of these units offers the zero-backlash and high torque synonymous with
Harmonic Drive gearing with housings and motors as a solution to any motion control application.

Harmonic Drive Technologies has been supplying motion control products to industry for over 40 years. All of our
design and manufacturing is done at our plant in Peabody, Massachusetts and we have a complete engineering and
technical sales staff on hand to assist you with any motion control problem you may be confronted with.

Feel free to contact us with any questions you may have. We can be reached by phone 978-532-1800, fax 978-532-9406,
e-mail info@harmonic-drive.com or on the World Wide Web at harmonic-drive.com.

PSA
Actuators and Gearheads

PSS
Shaft Output

Actuators and Gearheads

PSF
Flange Output

Actuators and Gearheads

Harmonic Drive Technologies.......

Cup, Pa    ncake and
Hollow Shaft Component

Gear Sets

Solutions for all your High Precision,
Motion Control Requirements.

Teijin Seiki Company Ltd
2-4-1 Nishi-Shinjuku
Shinjuku-ku, Tokyo, Japan
Tel:  81-3-3348-2277
Fax: 81-3-3348-1050

Teijin Seiki Europe Gmbh
Klosterstrabe 49
40211 Dusseldorf
Tel:  49-0211/17 37 9-0
Fax: 49-0211/36 46 77


